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Setup - Kinematic Measurement System 2008.3.1

Welcome to the Kinematic
Measurement System 2008.3.1

Setup Wizard

This will install Kinematic Measurement System on your

computer.

continuing.

It is recommended that you close all other applications before

Click Next to continue, or Cancel to exit Setup.

Ned> | [ Cancel |

The KM$ieeds to be
installed using administrator
rights in Windows VISTA.

The first step is to downad
the software and save the
KMSInstall.exe file to the
desktop.

Next you will right click on
the KMSinstall .exe file as
shown in the image.

Left click on the Run as
administrator.

Follow Install instructions.



&Setup - Kinematic Measurement System 2008.3.1 E@g

Information

Please read the following important information before continuing. K

When you are ready to continue with Setup, click Mext.

[Thank you for choosing to install the Kinematic Measurement System. This installation
program will take you through a series of steps to complete this process.

Flease ensure that you CLOSE DOWN ANY OTHER PROGRAMS running on your
computer before commencing the installation.

If @ message appears that a file cannot be copied (or similar) just click “ignore” and the
install should continue.

If you have any questions or comments please do not hesitate to contact Innervations:

Email: info@innervations.com
I Website: www innenvations .com Ll

<Back || New> | [ Cancel |

ﬁ! Setup - Kinematic Measurement System 2008.3.1 = |[E]

Select Destination Location

Where should Kinematic Measurement System 2008.3.1 be installed? K

) Setup will install Kinematic Measurement System 2008.3.1 into the following
folder.

To continue, click Mext. f you would like to select a different folder, click Browse.

“\Program Files \Kinematic Measurement System Browse...

At least 7.8 MB of free disk space is required.

Please read the following important information before continuing.

When you are ready to continue with Setup, click Mext.

[Thank you for choosing to install the Eallistic Measurement System. This installation
program will take you through a series of steps to complete this process.

Please ensure that you CLOSE DOWN ANY OTHER PROGRAMS running on your
computer before commencing the installation.

If @ message appears that a file cannot be copied {or similar) just click “ignore" and the
install should continue.

I you have any questions or comments please do not hesitate to contact Innervations:

Email: info@innervations.com
Website: innervations.com
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Select Start Menu Folder

Where should Setup place the program’s shortcuts ? K

j Setup will create the program’s shortcuts in the following Start Menu folder.

To continue, click Next. f you would like to select a different folder, click Browse.

Innervations| Browse. ..

<Back | Net> | [ Cancel |

ﬁ! Setup - Kinematic Measurement System 2008.3.1 ==

Select Additional Tasks

‘Which additional tasks should be performed? K

Select the additional tasks you would like Setup to perform while installing Kinematic
Measurement System 2008.3.1, then click Mext.

Addttional icons:

cBack | Net> | [ Cancel |

ﬁl Setup - Kinematic Measurement System 2008.3.1 =| &l
Ready to Install
Setup is now ready to begin installing Kinematic Measurement System 2008.3.1 on
your computer.

Click Install to continue with the installation, or click Back f you want to review or
change any settings.

Destination location:
C:\Program Files'Kinematic Measurement System

Start Menu folder:
Innervations

Addttional tasks:
Addtional icons:
Create a desktop icon

<Back |{ instal § | Cancel
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Information

Flease read the following important information before continuing. K

When you are ready to continue with Setup, click Mext.

The Kinematic Measurement System has now been installed on your computer.
Before you will be able to collect any measurements using this system the device
drivers for the USE interface must be installed. Flease follow the prompts to complete
this process.

if you have any questions or comments please do not hesitate to contact Innervations:

Email: info @innervations.com

Website: www innervations.com
Mexd =
[ ﬁl Setup - Kinematic Measurement System 2008.3.1 SEEERE)
Completing the Kinematic ali i
Measure_ment System 2008.3.1 Make SUr unch InSta” Of
Setup Wizard USB driver@s checked.

Setup has finished installing Kinematic Measurement System
2008.3.1 on your computer. The application may be launched

by selecting the installed icons. U n—C h eCkLI'_,au n C rKl n e m atl C
Flek frishto e Seue. Measurement Syste@

Launch install of USE drivers

Followdriver install
instructions.

<Back || Finish




BN Ch\Users\DAMIAN -~ 1\AppDataiLocal\Temp'\ckz_3X14\DPInst Monx86.exe

32-hit 0% detected
"G UzerssDAMIAN™1~AppDatasLocal~Tempscke_ 3H14DPFInstxB6 _exe"
Installing driver

B Ch\Users\DAMIAN -~ 1\AppData\Local\Temp'\ckz_3X14\DPInst Monx86.exe

32-hit 0% detected
'CosUserssDAMIAN™1~AppData~Local~Tempsckze_ 3H14\DFInstxB6 _exe"
Installing driver

FTDI CDM Driver Installation process completed.

Press enter._




Running theKMSSoftwarein Windows VISTA

Right click on the MS
desktop icon.

[ STG Of A01 Wwd
I RYAY A &GN G2ND
Another window will open
aaglraAy3a GKEGOG W
program wants to access your
O2 YLzl &vkoh [ ST
Allow.

The software will now run.



